St. Joan Baptista, 57
08789 La Torre de Claramunt

— Barcelona — [Spain]

Tel. 00 34 938 01 15 40
Fax 00 34 938 01 26 02

info@codinametal.com

www.codinametal.com

(W b b

METAL MESH
CONVEYOR BELTS

CODINA




CONVEYOR BELT MODELS

MODELS A A1 A2 A3/A4/A5/A6 B B1 B2 FILPLA MG VAUCASON ALAMBRES
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FEATURES S
A (mm) 12 x 1,20 -
B (mm) 2 -20 3-45 3-15 3-20 10 - 60 10 - 35 2-10 44,64 3-30 -
C (mm) 1-6 1-7 1-4 0,90 - 5 - 1,50 - 6 0,80 -5 4 3-8 4,50 - 6 0,90 - 3
D (mm) 5-100 5-100 5-27 2-6,5 - 8-30 3,20 - 25 27,92 12,70 - 50,80 15,87 - 25,40 4-14
Max width (m) 6 6 6 6 4 4 4 4 to be determined 1 3
Edge** S /JE/E-A S/E S/E S S/E S/ DS S S/E MC E/MC Single / Double
Edge guards ® ® o ® o ®
Forked chains ® ® ® [
Chains [ ) o ([ [ [ [ o [ [

*A/A1/A2/A3/B/B1/B2
The sections of the spirals can be laminated to achieve greater flatness of the conveyor belt.

A: Spirals wire diameter.
B: Spirals pitch. X
C: Rods wire diameter. **Belt edge: S (welded), D (bent), E (linked), MC (chain mesh). RRRH

D: Distance between rods.
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METAL MESH BELTS FOR DIFFERENT PROCESSES: SINTERING, HEAT TREATMENT, BRAZING, GLASS INDUSTRY, FREEZING, COOLING, BLASTING, SANDY BEACH CLEANING...



